
ta
0-40°C 0.75-2.5

mm²
IP42 IK03

THORN

NAME

VOYAGER STAR MSC E1/3 S 
VOYAGER STAR MSC E1/3T S 
VOYAGER STAR MSC E1/3D S 
VOYAGER STAR MSC E1/3BC S 
 

VOYAGER STAR MSC E3/8 S 
VOYAGER STAR MSC E3/8T S 
VOYAGER STAR MSC E3/8D S 
VOYAGER STAR MSC E3/8BC S  

VOYAGER STAR MSC ECD 
VOYAGER STAR MSC ECP P 
VOYAGER STAR MSC ELP P 
VOYAGER STAR MSC ECC 

SPECIFICATIONS/ SPEZIFIKATIONEN

1/3H, Manual test/ Manueller test
1/3H, AutoTest
1/3H, DALI
1/3H, bas�cD�m W�reless (Casamb�)

3/8H, Manual test/ Manueller test
3/8H, AutoTest
3/8H, DALI
3/8H, bas�cD�m W�reless (Casamb�)

CENTRAL, 100-240V DALI
CENTRAL, 220-240V PLC
CENTRAL, 48V DC PLC
CENTRAL, 100-240V BASIC

Battery Exchange

9a

9e

9h

If the backup does not extend to the 
declared duration, the battery has to 
be replaced. 

E1/3
E1/3T
E1/3D

E1/3BC

59013928
3.2V-2.0Ah L�-FePO4

YYYY.MM

9b 9d

9f

E3/8
E3/8T
E3/8D

E3/8BC

59013929
3.2V-3.8Ah L�-FePO4

9c

VOYAGER STAR MSC

�

  The �nstallat�on and comm�ss�on�ng of the lum�na�re as well as any 
mod�ficat�on to the lum�na�re may only be performed by author�zed 
personnel (qual�fied electr�c�an). Nat�onal �nstallat�on regulat�ons must 
be observed. Before any work on the appl�ance �s done, �t must be 
d�sconnected from ma�ns. Hot plug-�n �s not an opt�on and may cause 
damage to the lamp or lum�na�re! The manufacturer �s not l�able for 
damages result�ng from �mproper or faulty �nstallat�on or operat�on or 
from unauthor�zed mod�ficat�ons to the lum�na�re. The l�ght source 
conta�ned �n th�s lum�na�re shall only be replaced by the manufacturer 

          

Instruct�ons for �nstallat�on and operat�on!

Caut�on, r�sk of electr�c shock!
Spec�ficat�ons are subject to change w�thout not�ce! If you have 
quest�ons, please contact the manufacturer.

or h�s serv�ce agent or a s�m�larly qual�fied person.

  D�e Montage und Inbetr�ebnahme der Leuchte sow�e jede Veränderung 
an der Leuchte darf nur von autor�s�erten Fachkräften (qual�fiz�erter 
Elektr�ker) durchgeführt werden. D�e nat�onalen Err�chterbest�mmungen 
s�nd zu beachten. Vor jeder Arbe�t an der Leuchte �st d�ese vom Netz zu 
trennen. Hot Plug-�n �st n�cht mögl�ch und kann zu Schäden an der 
Leuchte führen! Der Hersteller haftet n�cht für Schäden, d�e aus 
fehlerhafter Montage, aus unsachgemäßem Betr�eb oder unautor�s�erten 
Veränderungen an der Leuchte result�eren. D�e L�chtquelle d�eser 
Leuchte darf nur vom Hersteller oder e�nem von �hm beauftragten 
Serv�cetechn�ker oder e�ner vergle�chbar qual�fiz�erten Person 
ausgetauscht werden. 

DE H�nwe�se für d�e Montage und den Betr�eb!

Vors�cht, Gefahr e�nes elektr�schen Schlags! 
Techn�sche Änderungen vorbehalten! Be� Fragen wenden s�e 
s�ch an den Hersteller.

E1/3T, E1/3D, E1/3BC

TEST E1/3, E3/8

Led ON
Funct�on Test : Monthly, 1 m�n

Durat�on Test : Annually, 1H/3H
                                        3H/8H

- AC Mode
- Battery connected

Led OFF
- Emergency Mode
- Test Mode
- Battery d�sconneted

     Manual Start/ Manueller Start

Green Led / Grün Led

Green LED

Red LED

Status

Status

1s 1s

System OK

è

Durat�on Test 

Led Module Fa�lure

Battery d�sconnected

Battery fa�lure

Funct�on Test
0.1 sec

Battery operat�on (Emergency Mode) or after 
Rest Mode

1 sec0.1 sec

Inh�b�t Mode (E1/3D, E1/3BC, E3/8D, E3/8BC) 
(Sw�tch�ng �nto DALI Inh�b�t Mode v�a controller)

1 sec

Address Ident�ficat�on Mode 
(E1/3D, E1/3BC, E3/8D, E3/8BC)

Green Led and Red Led On

10 sec

Status

1s 1s

0.1 sec

Red LED
Green LED

7

8
Funct�on test/  Every 7 daysFunkt�onstest :

Durat�on Test/                                            Dauertest : Annually
     Manual Start/ 

<0.75mm
FT >1sec
DT >5sec

E3/8T, E3/8D, E3/8BC
Manueller Start

Red LED

Green LED

MAN_VSTR_MSC_2520

INS DT

9g



1H/3H select�on E1/3T, E1/3D, E1/3BC

1H 3H

�

�

YYYY.MM

�

YYYY.MM

3a

Ø6

6a

4 x Cl�ck

Factory Set

INS DT

E1/3, E1/3T, E1/3D, E1/3BC
E3/8, E3/8T, E3/8D, E3/8BC

1a

1b

1c

1f

1e

1H/3H select�on E1/3

DALI W�r�n�ng

2a

3H/8H select�on E3/8T, E3/8D, E3/8BC

�

�

3H/8H select�on E3/8

Up to 2 x 2.5 mm² 
per connector pole

8-9mm

Solid/ stranded 
wires max cable 
d�ameter Ø15

“E” w�r�ng �s 
requ�red for l�ne 
cont�nu�ty

PH2

5mm

�

2-4mm

BC (Bluetooth  CASAMBI)�

� � Ant�pan�c Lens � HC/Spot LensEscape Route Lens

Mode

X Z 0  1 A B C D E F G 60  180  480 

 60
180
480
  *    

: 1H
: 3H
: 8H
: CENTRAL

X

Z

0
1

: Self-Conta�ned 
  Vers�on
: Central Battery 
  Vers�on

: Non-ma�nta�ned
: Ma�nta�ned

Supply Durat�on

Mode of Operat�on A
B
C
D

E

F
G

: Includ�ng test dev�ce
: Includ�ng rest mode
: Includ�ng �nh�b�t mode
: H�gh r�sk task area 
  lum�na�re
: W�th non-replaceable 
  lamp or battery
: Automat�c test fac�l�ty
: Safety s�gn

Fac�l�t�es

1

0

4

X

0.75-2.5
mm²             

1d

 146,5 

 17,25  56  56  17,25 

 1
4

6
,5

 

 19 

 5 

 109 

 13,5 

2b

Ma�ns W�r�n�ng� �

3H 8H

Factory Set

3H
8H

5mm

 112

 1
1

4

6b

See �nstruct�on 
Voyager Star MSC Lens Mount�ng Instruct�on

�

3HO
N1HO
N

Factory Set

8HO
N3HO
N

Factory Set

N(-)

E

Ma�nta�ned/ Non-ma�nta�ned 
sett�ng v�a DALI system

5b E1/3, E3/8, E1/3T, E3/8T
220-240V 
50/60Hz

220-240V 
50/60Hz

Ma�nta�ned                      

L

Lsw

L

�
Maintained M / Non-maintained NM operation
E1/3, E3/8, E1/3T, E3/8T, E1/3D, E3/8D, E1/3BC, E3/8BC

L

E1/3BC, E3/8BC

E
E

L
Lsw

Sw�tchable Maintained 

5a

Non-ma�nta�ned

N

L

N
N

L
Lsw

DALI

DALI
DALI
DALI

E1/3D, E3/8D

L

Lsw

L L

Lsw

L

Factory Set: M
M NM mode change:
1. Via DALI, bDw after system commissioning
2. If not connected to DALI/bDw, remove wire 
bridge.

N

220-240V 
0-50/60Hz

ECD

DALI

DALI

DALI
DALI

L(+)

N(-)

L(+)

N(-)
Ma�nta�ned/
Non-Maintained 
sett�ng
v�a eBox

E
E

N(-)

L(+)
E

N(-)

L(+)
E

5c 5d 5f
220-240V 
0-50/60Hz

ECP
5e

220-240V 
0-50/60Hz

ECC

L(+)

N(-)
Ma�nta�ned 

only
E

N(-)

L(+)
E

48VDC
ELP

-
+ +

-
Ma�nta�ned/
Non-Maintained 
sett�ng
v�a nBox

L

Lsw

N

E

N

L

E Factory set: NM
M NM mode change:Connect w�re br�dge


