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A

B

GT LED L W H  
Small  628mm 197mm 92mm 24L 6.29KG
Small 628mm 197mm 92mm 48L 6.92KG
Large 1228mm 197mm 92mm 72L 11.81KG
Large 1228mm 197mm 92mm 96L 12.50KG
Large 1228mm 197mm 92mm 108L 12.50KG
Large 1228mm 197mm 92mm 216L 14.39KG

CLASS I IK08 IP65LED CLASS II

LED

Automatic circuit breaker type C10 C13 C16 C20 B10 B13 B16 B20 Inrush current
Installation Ø 1.5 mm2 1.5 mm 2 2.5 mm2 4 mm2 1.5 mm2 1.5 mm2 2.5 mm2 4 mm2 Imax time
LCA 60W 350-1050mA one4all PRE OTD 11 16 20 25 7 10 12 15 32 A 267 µs

Maximum loading of automatic circuit breakers

Automatic circuit breaker type C10 C13 C16 C20 B10 B13 B16 B20 Inrush current
Installation Ø 1.5 mm2 1.5 mm 2 2.5 mm2 2.5 mm2 1.5 mm2 1.5 mm2 2.5 mm2 2.5 mm2 Imax time
LCA 120W 350-1050mA one4all C PRE OTD 10 14 16 22 5 7 8 11 56 A 280 µs

Maximum loading of automatic circuit breakers

Automatic circuit breaker type C10 C13 C16 C20 B10 B13 B16 B20 Inrush current
Installation Ø 1.5 mm2 1.5 mm 2 2.5 mm2 2.5 mm2 1.5 mm2 1.5 mm2 2.5 mm2 2.5 mm2 Imax time
LCA 160W 350-1050mA one4all C PRE OTD 6 8 10 16 3 4 5 8 84 A 255 µs

Maximum loading of automatic circuit breakers

GEN2
24 LED

48 LED

72 LED - 216 LED (216 LED 2 drivers)
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M20 - 3Nm
M32 - 4Nm
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BPL, HFX, NO DIM3

BPL Class 1
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HFX Class 1
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HFX Class 2
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NO DIM Class 2
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BPL Class 2

N L1 L2 L3

FUSE

N

96635785
Order separately
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THORN ONLY

THORN ONLY

THORN ONLY

INPUT

THORN ONLY

THORN ONLY

THORN ONLY

1.5Nm
If reducer required for 

M32 cable gland, 
use code 96208851

28°

80mm

40Nm


